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The Shelia Bordelon is a Jones 
Act Compliant DP2 Ultra-Light 
Intervention Vessel (ULIV) that is 
perfect for IRM operations.

The Shelia Bordelon was designed and constructed on the premise 
that not all subsea tasks require a large subsea vessel. 

Designed as a fuel-efficient intervention vessel, the Shelia Bordelon 
features an NOV 50-ton active heave compensating crane with 3,000 
meters of wire, a mezzanine deck with internal offices, a centralized 
online survey suite, an offline data processing space, and two Triton 
200hp ROVs with high-spec survey capabilities. With a main deck area 
of 520.62m², the vessel is perfectly suited for IMR activities. 

The vessel will primarily support Inspection, Repair & Maintenance 
(IRM) operations for clients operating in U.S. waters but can also 
support international work as well.

The Shelia Bordelon comes equipped with berthing for 60 persons, 
client offices, crew comforts, and excellent dining facilities. 

Experience 

Helix Robotics Solutions currently 
operates and maintains 54 work class 
ROVs, 5 trenching systems, 2 ROVDrill 
systems and 3 DP III support vessels 
and 1 DP II LCV vessel via strategic 

offices in key areas of the world.

Innovation 

Helix Robotics Solutions works closely 
with our clients and vendors to 

seek and resolve complex technical 
developments to engineer practical 

solutions and implement in the most 
efficient, safe and economical ways 

possible.

Value 

Helix Robotics Solutions is one of the 
most innovative and reliable specialty 

marine contractors in the world.  
Focusing on providing leading edge 
underwater, unmanned services in 

extreme environments, Helix strives 
to deliver the highest value to its 

customers. 

Experience 

Helix Robotics Solutions currently 
operates and maintains a fleet of work 
class ROVs, trenching systems and ROV 
support vessels via strategic offices in 

key areas of the world.

Innovation 

Helix Robotics Solutions works closely 
with our clients and vendors to 

seek and resolve complex technical 
developments to engineer practical 

solutions and implement in the most 
efficient, safe and economical  

ways possible.

Value 

Helix Robotics Solutions is one of the 
most innovative and reliable specialty 

marine contractors in the world.  
Focusing on providing leading edge 
underwater, unmanned services in 

extreme environments, Helix strives to 
deliver the highest value  

to its customers. 



Main characteristics

Vessel Name Shelia Bordelon

Owner Bordelon Marine, LLC

Builder Bordelon Marine 
Shipbuilders

IMO Number 9670638

Year Built 2015

Class Notation ABS / A1, AMS, +DPS-2, 
ACCU, USCG L&I, CRC

Flag U.S. Flag –Jones Act 
Compliant

Vessel Type Ultra Light Intervention 
Vessel

DP Classification DP2

Dimensions

Length Overall 257 ft. (78.33 m)

Breadth 52 ft. (15.8 m)

Depth Molded 18 ft. (5.5 m)

Light Draft 12.5 ft. (3.8 m)

Loaded Draft 15 ft. (4.6 m)

Deadweight 3,285 LT

Main Work Deck

Main Deck Area 5,604 sq. ft. (520.62 m²)

Main Deck Dimensions 140 ft. x 45 ft.  
(42.67 m x 13.71 m)

Deck Strength 1,080 lbs per sq. ft. = 
5,273 KG/M2

Lars Deck Area 2,912 sq. ft.

Electrical Power to Deck 480v (3)Phase, three 
locations

Air Power to Deck 95 psi

Accommodations

Total Berths 60

Stateroom 19

Heads/Showers 22

Laundry (2) Facility 8 Units in Each Facility

Hospital (1) 3 Person Capacity

Office Offshore Manager, 
Conference Room,  
Project Office, Client 
Office, Survey Area 

Other Lounges, Offices

Remotely operated vehicle (ROV)

Type 2 x Triton XLX 200 HP 
Work Class ROV

Depth Range 3,000 msw

Tether Length 800m nom.; 1000m max

Manipulator Schilling T4 7 Function 
Manipulator  
Schilling Rig Master 5 
Function

Crane

Crane Description NOV (50) Ton AHC 20 
Tons @ 3,000m Single 
Fall

Static Payload Capacity 50 Ton

Wire Length 3070 m

Wire Diameter 48 mm

Maximum Boom Height 22 m

Ship / ROV Crane 1 Ton Fixed Boom 
Support Crane

Certifications ABS/DNV Lifting 
Notation 2015.  
Manride/Handling 
Certification 2015

**Power source to crane is fully redundant

Performance

Maximum Speed Service 12 Kts  
(14.5m³/Day)

Speed 10 Kts  
(12.5m–13.5m³/Day)

Eco Speed 8.5 Fts  
(10.5m³ - 11.5m³/Day)

Fuel Consumption at DP 5m³ - 6m³/Day

Machinery

Main Propulsion 2 x Cummins QSK 60 Tier 
3 (1641 kW)

Main Generator 4 x Cummins QSK 38 Tier 
2 (1044 kW)

2 x Cummins QSK 19 Tier 
2 (563 kW)

Emergency Generator 1 x Cummins 6TA8  
(201 kW)

Azimuthing Thrusters Bow 
Thrusters

2 x Schottel 1215, 
4,400HP Total

2 x STT2 FP 975 HP  
(708 kW each) 

Continuous Rating

Dive Support Capability Yes

Navigation and communication

Radars 2 x Furuno Ultra-High 
Def 6kW- 12kW w/MT 
Bridge-Mate Display

ECDIS 2 x Nav-Suite 8700 
Series, Bridge-mate 
Integrated

Gyros 3 x MT 6400 Series, 
Independent Signal

Echo Sounder 1 x Skipper GDS102

Speed Log 1 x Skipper DL850

Auto Pilot 3 x MT Bridge-Mate 
MTOS

GMDSS 1 x Sailor A3 150 W-SAT, 
C/SAT

Inmarsat C 2 x Sailor 6066, Dual 
Min-C

Capacities

Potable Water 69,126 gal (262 m³)

Diesel Fuel 122k gal (462 m³)

Safety

Life Raft 6 x 25-man USCG and 
ABS Spproved

Fast Rescue Craft 1 Schatt Harding with 40 
HP Motor

Firefighting Water and Foam Capacity

DP and reference systems

Marine Technology DP2 w/Full Bridge-
Mate Tntegration, 
Independent Consoles

DGPS 2 x CNAV 3050 Systems, 
with Independent 
Tracking

Cyscan 1 x MT Bridge-Mate 
CyScan

RadaScan 1 x MT Bridge-Mate 
RadaScan

USBL 2 x Ranger2 PRO Systems

2 x Independent 
Thru-Hull Deployment 
Systems

TECHNICAL SPECIFICATIONS



Corporate Headquarters

3505 W. Sam Houston 
Parkway North 
Suite 400 
Houston, Texas  
77043 USA

T (281) 618 0400 

Helix Robotics Solutions 
(Europe/West Africa)

Helix House, Kirkton Drive, 
Pitmedden Industrial Estate, 
Dyce, Aberdeen 
AB21 0BG, UK

T +44 (0) 1224 351800 

Helix Robotics Solutions 
 (Asia Pacific)

5 Loyang Crescent 
Loyang Offshore Supply Base 
Block 603, Tops Ave 6, Unit 1, 
Box 5009 Singapore 508988

T +44 (0) 1224 351800

Revision Date 04.10.2025
Helix Energy Solutions Group accepts no responsibility for and disclaims 

all liability for any errors and/or omissions in this production. 
Specification subject to change without notice.helixesg.com




