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The Schilling Ultra Heavy Duty 
(UHD) II ROV system delivers 
market-leading performance 
for the most difficult subsea 
deepwater tasks.

The Schilling Ultra Heavy Duty (UHD) II ROV system delivers industry-
leading performance and power for the subsea market, including the most 
challenging construction market applications. 
Designed for performance and power, the Schilling UHD II ROV excels in 
the toughest subsea construction tasks. Its advanced combination of thrust, 
payload capacity, through-frame lift, and sensor interfaces makes it ideal for 
a wide range of offshore operations, including survey, UXO, and inspection, 
maintenance, and repair (IMR) activities. 
With a working depth of 3,000 meters and 200hp of power, it’s built to 
handle ultra-heavy-duty tasks. The UHD II also features a standard interface 
for tooling skids, a state-of-the-art control system, and an efficient power 
management system, making it the perfect choice for high-performance, 
heavy-duty subsea operations.

Experience 

Helix Robotics Solutions currently 
operates and maintains a global fleet 
of work class ROVs, subsea trenching 

systems, DP2 and DP3 support vessels 
via strategic offices in key areas o 

f the world.

Innovation 

Helix Robotics Solutions works closely 
with our clients and vendors to 

seek and resolve complex technical 
developments to engineer practical 

solutions and implement in the most 
efficient, safe and economical ways 

possible.

Value 

Helix Robotics Solutions is one of the 
most innovative and reliable specialty 

marine contractors in the world.  
Focusing on providing leading edge 
underwater, unmanned services in 

extreme environments, Helix strives 
to deliver the highest value to its 

customers. 



ROV vehicle specifications

200 hp Ultra Heavy Duty

Rated to 3,000 m

300 Kg (660 lb) payload

3,500 Kg (7,700 lb) through frame lift capacity

ROV vehicle dimensions

Length 3.54 m (11.61 ft)

Width 1.92 m (6.3 ft)

Height 2.18 m (7.2 ft)

Weight in Air 5,270 Kg (11,618 lb)

ROV applications

The Schilling UHD-II ROV offers a compact combination 
of thrust, payload, high through-frame lift, and sensor 
interface to support most offshore work re-quirements, 
including, but not limited to:

Drill Support

Construction Support

Inspection, Repair, Maintenance (IRM)

Support Subsea Cable Burial and Maintenance

Deepwater Salvage

UXO Inspection

Survey Operations

Umbilical winch

C-LARS Winch Model 513A

Hydraulic Multi-Drive rated at 300 hp

Active Heave Compensation powered by Scantrol

13 Te safe working load (Top Layer)

21.2 Te maximum line pull (First Layer)

Umbilical Length 3,300 m w/ 41mm

A-Frame

C-LARS Model 620 ULTRA 

13 Te safe working load

20 Te capacity fully deployed

Self Erecting Design with Fully articulated Docking Head 
(Swing/Sway)

A-Frame dimenions

Overboard Reach 4.62m (15 ft 2 in)

Length 7.32m (24 ft)

Width 3.78m (12 ft 5 in)

Tether management system (TMS)

850m of 35mm tether

20 hp

1 x 16-channel DTS node

1 x Pegasus 4 km

1 x Aurora 4 km

1 x Pan and tilt unit

TMS dimensions

Diameter 2.20 m (7.21 ft)

Height 2.20 m (7.21 ft)

Weight 4,200 Kg (9,260 lbs)

Control cabin & consoles

Length 6.1 m (20 ft)

Width 2.4 m (8 ft)

Height 2.6 m (8 ft, 6 in)

Weight 12,247 Kg (27,000 lb)

USCG/ABS Compliant

ROV workshop & spares

Length 6.1 m (20 ft)

Width 2.4 m (8 ft)

Height 2.6 m (8 ft, 6 in)

Weight 9,525 Kg (21,000 lb)

USCG/ABS Compliant

Standard equipment

7 x SA 420 thrusters

RDI DVL

3 kW lighting power

1 x Aurora 4 km

1 x Pegasus 4 km

1 x Orca HD

1 x Mercury 4 km

2 x Pan and tilt units

1 x integrated T4 wrist camera

Schilling T4 7-function manipulator

Schilling Rigmaster 5-function grabber

Simrad MS1000 / 1071 digital sonar

Strobe and locating beacon

3 x 16-channel DTS nodes

Digiquartz® depth transducer

TECHNICAL SPECIFICATIONS



Corporate Headquarters

3505 W. Sam Houston 
Parkway North 
Suite 400 
Houston, Texas  
77043 USA

T (281) 618 0400 

Helix Robotics Solutions 
(Europe/West Africa)

Helix House, Kirkton Drive, 
Pitmedden Industrial Estate, 
Dyce, Aberdeen 
AB21 0BG, UK

T +44 (0) 1224 351800 

Helix Robotics Solutions 
 (Asia Pacific)

5 Loyang Crescent 
Loyang Offshore Supply Base 
Block 603, Tops Ave 6, Unit 1, 
Box 5009 Singapore 508988

T +44 (0) 1224 351800
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